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FRONT SUSPENSION - crossmember and anti-roll bar
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GROUP E .
FRONT SUSPENSION - upper wishbone and ball joints
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GROUP E o
FRONT SUSPENSION - lower wishbone and ball joints
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Daimler 4.2 and Jaguar Vanden Plas Series 3

@Part of 12803 lower ball joint kit SM5149/A
(@ When fitting CAC9937 as supersession to 12803,

CBC1805 4 off must be fitted in conjunction
Jaguar XJ6 3.4, 4.2 and Jaguar Sovereign Series 3 1F 03L




GROUP E

FRONT SUSPENSION - coil spring and shock absorbers |
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GROUP E .
FRONT SUSPENSION - hub and stub axle carrier
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GROUP E
REAR SUSPENSION - crossbeam and mountings SH605071/J(8
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GROUP E
REAR SUSPENSION - wishbone and mountings
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GROUP E
REAR SUSPENSION - spring and shock absorber
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GROUP E :
REAR SUSPENSION - hub and hub carriers
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GROUP E
REAR SUSPENSION - radius arm and mountings
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GROUP E
REAR SUSPENSION - half shafts
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GROUP E
FINAL DRIVE - drive unit
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GROUP E

FINAL DRIVE - drive unit (powr-lok) gﬁﬁgg?,?@
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GROUP E
FINAL DRIVE - drive unit (not powr-lok)
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GROUP E
FINAL DRIVE - "DANA" Drive Unit
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GROUP E
ROAD WHEELS-Allay.
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GROUP E
ROAD WHEELS - Silver Grey
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GROUP E
ROAD WHEELS - Ogle Perforated
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‘GROUP E .
ROAD WHEELS = Pressed Spoke, Silver Grey
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