
TKM/TP4-Enersol
ECO-resort 13A
Oia Santorini 

A 20-room Eco resort with floor-heating and 
floor-cooling systems, FanCoils, 300 L boiler,  
4 pergolas with each 16 thermopanels Tp4 
movable in East to West direction with solar 
tracker and motorized tilting flap mechanism, 
6 kW heat-pump a/w and 17 heated Yacousi.
   

Hotel resort building with Energy classification (B+)

Panels are connected to the East to West tilt-mechanism, 
which is hardly visible, moving the panels +/- 60’.

4 x 16 Panels are incorporated to the classical architecture
in between the houses without any aesthetic disturbances 

The small machinery room (>0,9m2) holds the boiler and 
all pipings together with 5+2 pcs 3-way el.valves.  

Panels have a smooth and clean underside which can be
delivered in any preferable color combination.

2 x 8 panel TP4-II-TD L=3 m 

Çëéáêá TP4-TD1 ðåñéóôñåöùìåíá ìå solar tracker ìå óôçñéãìáôá ãáëâáíéæå ñáãêáò

3.65÷4.8m

2 x 8 panel TP4-II-TD L=3 m 

3.65÷4.7m

Çëéáêç Óõóôçìá Tp4
Eco-Village ‘Makis’
Ðåñéóôñåöùìåíåò 
Çëéáêåò Ðåñãêïëåò
Ïéá Óáíôïñéíç 10/3/2014

TKM-TP4Oia Eco-Resort
Â

8 panel TP4-II-TD L=3.0 m 

2 x 8 panel TP4-II-TD L=3 m 

3.65÷4.7m

2 x 8 panel TP4-II-TD L=3 m 

3.65÷4.8m
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